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STRONG-LINE
PU-MICROFIBRE CLOTH

MICROFIBRE CLOTH

PROPERTIES
Dissolves dirt, is easily washed out and does not fray.

Further properties:
•  Without edge 
• Above-average service life 
• Cost and time savings compared to conventional cleaning cloths
• Maximum absorption force of dirt and water

APPLICATION
For wet and spray cleaning with structured surface for streak-free cleaning and 
very low linting tendency. 
 
APPLICATION AREAS
PU-coated microfibre cloth, particularly suitable for glossy surfaces in 
maintenance cleaning. Particularly suitable for glossy surfaces in maintenance 
and window or glass cleaning.

"The Indestructible“

WASHING RECOMMENDATION
A washing temperature of 60 °C is recommended. A maximum washing 
temperature of 95 °C should not be exceeded. The use of fabric softeners and 
bleaching agents should be avoided. In general, it is recommended to wash only 
one type.

STRONG-LINE

40° - 95°
No fabric softener 

and use bleaching agents
Washing by type

SPECIFICATIONS
yarn blend:  80% polyester
 20% polyamide
weight: ca. 50 g/clothe
size:  ca. 40 x 30 cm
units:  10 x 10 = 100 pieces

DETAILS
article no.:  APU4030BL | BLUE
article no.:  APU4030GR | GREEN
article no.:   APU4030GE | YELLOW
article no.:  APU4030RO | PINK
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